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57 ABSTRACT

Call processing can include receiving a call directed to a first
destination device associated with a called party, determin-
ing, using a processor, an attribute of the call, and determining
a location of the called party. A call processing rule can be
selected that matches the attribute of the call and the location
of'the called party. The call can be redirected to a second and
different destination device according to the matched call
processing rule.

14 Claims, 3 Drawing Sheets
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UNIFIED COMMUNICATIONS USING
CALLED PARTY LOCATION

BACKGROUND

Call forwarding refers to a feature in which an incoming
call to a first destination is redirected to a second or different
destination. For example, one may wish to have calls to one’s
home telephone forwarded, e.g., redirected, to one’s mobile
phone. In this example, once activated, call forwarding causes
acallto one’s home, e.g., the first destination, to be redirected
to one’s mobile phone, i.e., the second destination. Typically,
the destination to which a call is redirected is static. As such,
calls are forwarded to the second number until the feature is
turned off or a different destination is specified by the person
receiving the calls.

BRIEF SUMMARY

A method includes receiving a call directed to a first des-
tination device associated with a called party, determining,
using a processor, an attribute of the call, and determining a
location of the called party. The method further includes
selecting, using the processor, a call processing rule matching
the attribute of the call and the location of the called party and
redirecting the call to a second and different destination
device according to the matched call processing rule.

A system includes a processor programmed to initiate
executable operations. The executable operations include
receiving a call directed to a first destination device associ-
ated with a called party, determining an attribute of the call,
and determining a location of the called party. The executable
operations further include selecting a call processing rule
matching the attribute of the call and the location of the called
party and redirecting the call to a second and different desti-
nation device according to the matched call processing rule.

A computer program product for call processing includes a
computer readable storage medium having program code
stored thereon. The program code is executable by a proces-
sor to perform a method. The method includes receiving,
using the processor, a call directed to a first destination device
associated with a called party, determining, using the proces-
sor, an attribute of the call, and determining, using the pro-
cessor, a location of the called party. The method further
includes selecting, using the processor, a call processing rule
matching the attribute of the call and the location of the called
party and redirecting, using the processor, the call to a second
and different destination device according to the matched call
processing rule.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 is a block diagram illustrating an example of a
communication system.

FIG. 2 is a table illustrating examples of call processing
rules.

FIG. 3 is an exemplary implementation of the call process-
ing system of FIG. 1.

FIG. 4 is a flow chart illustrating an exemplary method of
call processing.

DETAILED DESCRIPTION

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method
or computer program product. Accordingly, aspects of the
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present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment (including
firmware, resident software, micro-code, etc.) or an embodi-
ment combining software and hardware aspects that may all
generally be referred to herein as a “circuit,” “module” or
“system.” Furthermore, aspects of the present invention may
take the form of a computer program product embodied in one
or more computer-readable medium(s) having computer-
readable program code embodied, e.g., stored, thereon.

Any combination of one or more computer-readable medi-
um(s) may be utilized. The computer-readable medium may
be a computer-readable signal medium or a computer-read-
able storage medium. The phrase “computer-readable storage
medium” means a non-transitory storage medium. A com-
puter-readable storage medium may be, for example, but not
limited to, an electronic, magnetic, optical, electromagnetic,
infrared, or semiconductor system, apparatus, or device, or
any suitable combination of the foregoing. More specific
examples (a non-exhaustive list) of the computer-readable
storage medium would include the following: an electrical
connection having one or more wires, a portable computer
diskette, a hard disk drive (HDD), a solid state drive (SSD), a
random access memory (RAM), aread-only memory (ROM),
an erasable programmable read-only memory (EPROM or
Flash memory), an optical fiber, a portable compact disc
read-only memory (CD-ROM), a digital versatile disc
(DVD), an optical storage device, a magnetic storage device,
orany suitable combination of the foregoing. In the context of
this document, a computer-readable storage medium may be
any tangible medium that can contain, or store a program for
use by or in connection with an instruction execution system,
apparatus, or device.

A computer-readable signal medium may include a propa-
gated data signal with computer-readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-mag-
netic, optical, or any suitable combination thereof. A com-
puter-readable signal medium may be any computer-readable
medium that is not a computer-readable storage medium and
that can communicate, propagate, or transport a program for
use by or in connection with an instruction execution system,
apparatus, or device.

Program code embodied on a computer-readable medium
may be transmitted using any appropriate medium, including
but not limited to wireless, wireline, optical fiber, cable, RF,
etc., or any suitable combination of the foregoing. Computer
program code for carrying out operations for aspects of the
present invention may be written in any combination of one or
more programming languages, including an object oriented
programming language such as Java™, Smalltalk, C++ or the
like and conventional procedural programming languages,
such as the “C” programming language or similar program-
ming languages. The program code may execute entirely on
the user’s computer, partly on the user’s computer, as a stand-
alone software package, partly on the user’s computer and
partly on a remote computer, or entirely on the remote com-
puter or server. In the latter scenario, the remote computer
may be connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide area
network (WAN), or the connection may be made to an exter-
nal computer (for example, through the Internet using an
Internet Service Provider).

Aspects of the present invention are described below with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
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understood that each block of the flowchart illustrations and/
or block diagrams, and combinations of blocks in the flow-
chart illustrations and/or block diagrams, can be imple-
mented by computer program instructions. These computer
program instructions may be provided to a processor of a
general purpose computer, special purpose computer, or other
programmable data processing apparatus to produce a
machine, such that the instructions, which execute via the
processor of the computer, other programmable data process-
ing apparatus, or other devices create means for implement-
ing the functions/acts specified in the flowchart and/or block
diagram block or blocks.

These computer program instructions may also be stored in
a computer-readable medium that can direct a computer,
other programmable data processing apparatus, or other
devices to function in a particular manner, such that the
instructions stored in the computer-readable medium produce
an article of manufacture including instructions which imple-
ment the function/act specified in the flowchart and/or block
diagram block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps to
be performed on the computer, other programmable appara-
tus or other devices to produce a computer implemented
process such that the instructions which execute on the com-
puter or other programmable apparatus provide processes for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks.

For purposes of simplicity and clarity of illustration, ele-
ments shown in the figures have not necessarily been drawn to
scale. For example, the dimensions of some of the elements
may be exaggerated relative to other elements for clarity.
Further, where considered appropriate, reference numbers
are repeated among the figures to indicate corresponding,
analogous, or like features.

One or more embodiments disclosed within this specifica-
tion relate to call processing and, more particularly, to redi-
recting a call based upon call processing rules that utilize the
location of a called party. In accordance with the inventive
arrangements disclosed within this specification, a call from a
calling party directed to a called party can be selectively
redirected based upon various call processing rules specified
by the called party. The call processing rules are location
dependent in that the particular call processing rule that is
selected and implemented is chosen according to the location
of the called party at the time that the call is placed and/or is
being redirected.

FIG. 1 is a block diagram illustrating an example of a
communication system 100. Communication system 100, as
shown, includes a network 105 through which a plurality of
different devices are communicatively linked. In one aspect,
network 105 can be implemented as, or include, any of a
variety of different networks such the Public Switched Tele-
phone Network (PSTN), a WAN, a LAN, a wireless network,
amobile network, a Virtual Private Network (VPN), the Inter-
net, other public and/or private networks and/or various com-
binations of the foregoing.

As shown, an originating device 110 is communicatively
linked to network 105 as is each of destination devices 115A,
115B, and 115C. Destination devices 115A-115C are collec-
tively referred to as destination device 115. Each of originat-
ing device 110 and destination devices 115 is implemented as
a device or system that can initiate, conduct, and receive
telephone calls or simply “calls.” A “call” is a voice commu-
nication session between two or more endpoints, e.g., origi-
nating device 110 and a destination device 115A, 115B, or
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115C. A call can be a conventional telephone call carried, at
least in part, over the PSTN, a Voice Over Internet Protocol
(VOIP) call or other packet-switched voice communication
session, a mobile phone call, a combination of two or more of
the foregoing, etc.

Examples of originating device 110 and destination
devices 115 include a telephone, whether analog, digital, or
packet switched, a mobile phone, a data processing system
(e.g., computer, laptop, tablet, etc.) executing suitable opera-
tional and communication application software, or the like.
Each of originating device 110, destination device 115A,
destination device 115B, and destination device 115C can be
associated with a unique telephone number or other network
address (hereafter “number”) to which a call can be directed.

A calling party, i.e., a human being, 120 is associated with
originating device 110. A called party 125 is associated with
each of destination devices 115A, 115B, and 115C. In one
aspect, each of destination devices 115A-115C is located at a
different physical location. For example, destination device
115A is located at the office of called party 125. Destination
115B is located at the home of called party 125. Destination
device 115C is a mobile phone of called party 125.

Call processing system 130 is a data processing system that
is communicatively linked to network 105. Call processing
system 130 can be communicatively linked to network 105
through any of a variety of intermediary networks, interfaces,
and/or switching nodes as may be required. As shown, call
processing system 130 includes one or more call processing
rules 135.

In one aspect, each of call processing rules 135 is location
dependent. More particularly, each of call processing rules
135 is applicable and, as such, executed, based upon the
location of the called party. Accordingly, call processing sys-
tem 130 is generally programmed or configured to receive
and/or intercept calls, apply one or more of call processing
rules 135 to the call, and optionally redirect the call as may be
required by execution of applicable call processing rules 135.

In operation, calling party 120, using originating device
110, initiates a call to called party 125. The call is received,
e.g., intercepted, by call processing system 130. Call process-
ing system 130 determines the particular called party to
which the call is directed. For example, call processing sys-
tem 130 can access a database of numbers, where each num-
ber is associated with a user, e.g., a called or calling party as
the case may be. Having determined the called party for the
call, call processing system 130 determines and/or obtains
location information 140 for called party 125. The location
information specifies the current location of called party 125.

Location information 140 can be specified in any of a
variety of different formats whether as an address, a longitude
and latitude (e.g., Global Positioning System coordinates), or
the like. Further, location information 140 can be determined
by any of a variety of different techniques. In one aspect,
location information 140 is obtained using a Global Position-
ing System (GPS) receiver worn by, or with, called party 125
that allows the location of called party 125 to be determined
and provided to call processing system 130. For example, a
mobile phone includes a GPS receiver.

In another aspect, location information 140 is determined
by called party 125 having a presence or being logged into a
particular system and/or using a particular client. For
example, called party 125 may be logged into a communica-
tion system such as an instant messaging system and/or an
electronic mail system. The particular client through which
called party 125 logs in can be identified. If the client is
associated with a particular location, the location of called
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party 125 can be presumed to be the same as the particular
client through which called party 125 logged into the com-
munication system.

In another aspect, location information 140 is determined
by evaluating badge, scanner, and/or card reader data that
may be obtained as called party 125 enters and/or leaves
particular rooms of a building or other monitored structure.
Such information can be reported back to call processing
system 130.

In still another aspect, one or more other triangulation
methods can be used. Further, call processing system 130 can
be provided with access to a calendar of called party 125. The
calendar can specify location information for called party 125
by way of indicating scheduled meetings and meeting loca-
tions, whether called party 125 is working from home, on a
customer site, etc. for the day or for particular times during
the day.

In any case, having received the call from originating
device 110, call processing system 130 can search call pro-
cessing rules 135 for one or more applicable call processing
rules. In one aspect, call processing system 130 searches for
call processing rules 135 that match one or more attributes of
the particular call that was received and the location of called
party 125. In doing so, the particular set or subset of call
processing rules 135 that are searched also can be limited to
those applicable to called party 125. Call processing system
130 can select the matching call processing rule and execute
the selected call processing rule. Accordingly, the call from
calling party 120 is redirected in accordance with the matched
one or more of call processing rules 135.

FIG. 2 is a table illustrating examples of call processing
rules 135. For purposes of illustration, six different call pro-
cessing rules are illustrated for a particular called party
named, or having the identity of, “John Smith.” Each of the
call processing rules is specific to a particular party, e.g., John
Smith, as opposed to a particular dialed number and, as such,
destination device of the called party.

Regarding call processing rule 1, when a call is directed to
John Smith (e.g., any number associated with John Smith)
while John Smith is located at the office and the calling
number is “0123456789,” the call is redirected to the mobile
number associated with John Smith. The call can be redi-
rected regardless of the originally dialed number for the call.
If the originally dialed number was the mobile number for
John Smith, then no redirection is necessary.

Regarding call processing rule 2, when a call is directed to
John Smith while John Smith is located at the office and the
calling number is “1234567890,” the call is redirected to the
office number for John Smith. The call can be redirected
regardless of the originally dialed number for the call. For
example, a call to the mobile phone of John Smith that
matches call processing rule 2 is redirected to the office of
John Smith. If the originally dialed number was the office
number for John Smith, then no redirection is necessary.

Regarding call processing rule 3, when a call is directed to
John Smith while John Smith is located at home and the
calling number is “1234567890,” the call is redirected to the
mobile number for John Smith. The call can be redirected
regardless of the originally dialed number for the call. If the
originally dialed number was the mobile number for John
Smith, then no redirection is necessary.

Call processing rules 2 and 3 illustrate the variability thatis
available when incorporating location into the call processing
rules. In the case of call processing rules 2 and 3, the incoming
call is redirected to a different location when the only differ-
ence between the two is the location of the called party.
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Regarding call processing rule 4, when a call is directed to
John Smith while John Smith is located at home and the
calling number is associated with a work contact, the call is
redirected to the mobile number for John Smith. The call can
be redirected regardless of the originally dialed number for
the call. If the originally dialed number was the mobile num-
ber for John Smith, then no redirection is necessary.

Regarding call processing rule 5, when a call is directed to
John Smith while John Smith is located at home and the
calling number is associated with a personal contact, the call
is redirected to the home number for John Smith. The call can
be redirected regardless of the originally dialed number for
the call. If the originally dialed number was the home number
for John Smith, then no redirection is necessary.

Regarding call processing rule 6, when a call is directed to
John Smith while John Smith is located at an unspecified
location or one other than the office or home, and the calling
number is associated with a work contact, the call is redi-
rected to the mobile number for John Smith. The call can be
redirected regardless of the originally dialed number for the
call. If the originally dialed number was the mobile number
for John Smith, then no redirection is necessary.

In the case of processing rule 6, additional call transfer
options are specified that indicate special handling for the
call. In one aspect, when the called party answers, the call
processing system can present the called party with one or
more additional call transfer options from which the called
party may select. In one example, the called party may be
located on premises at an alternate business location where
many other destination devices are available. In that case, the
call processing system can present the called party withone or
more different options for transferring the call to another
destination device such as another nearby destination device.

While not explicitly illustrated, in another aspect, the call
attributes column can include a time or time span. In that case,
for the call processing rule to be applicable, the call would
need to arrive at the call processing system within the time
span specified within the call processing rule. As an example,
a time span of 3:00 pm to 4:00 pm can be added to call
processing rule 4. Thus, call processing rule 4 is only applied
when all attributes of the call match those specified and the
user is located in the location specified in the call processing
rule.

FIG. 3 is an exemplary implementation of call processing
system 130 of FIG. 1. Call processing system 130 includes at
least one processor (e.g., a central processing unit) 305
coupled to memory elements 310 through a system bus 315 or
other suitable circuitry. As such, call processing system 130
can store program code within memory elements 310. Pro-
cessor 305 executes the program code accessed from memory
elements 310 via system bus 315. In one aspect, for example,
call processing system 130 is implemented as a computer or
other programmable data processing apparatus that is suitable
for storing and/or executing program code. It should be
appreciated, however, that call processing system 130 can be
implemented in the form of any system including a processor
and memory that is capable of performing and/or initiating
the functions and/or operations described within this specifi-
cation. For example, call processing system 130 can be imple-
mented as a telephone switch having a processor and
memory.

Memory elements 310 include one or more physical
memory devices such as, for example, local memory 320 and
one or more bulk storage devices 325. Local memory 320
refers to RAM or other non-persistent memory device(s)
generally used during actual execution of the program code.
Bulk storage device(s) 325 can be implemented as a hard disk
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drive (HDD), solid state drive (SSD), or other persistent data
storage device. Call processing system 130 also can include
one or more cache memories (not shown) that provide tem-
porary storage of at least some program code in order to
reduce the number of times program code must be retrieved
from bulk storage device 325 during execution.

Input/output (I/O) devices such as a keyboard 330, a dis-
play 335, and a pointing device 340 optionally can be coupled
to call processing system 130. The /O devices can be coupled
to call processing system 130 either directly or through inter-
vening 1/O controllers. One or more network adapters 345
also can be coupled to call processing system 130 to enable
call processing system 130 to become coupled to other sys-
tems, computer systems, remote printers, telephony switches,
text-to-speech systems, speech recognition systems, and/or
remote storage devices through intervening private or public
networks. Modems, cable modems, and Ethernet cards are
examples of different types of network adapters 345 that can
be used with call processing system 130.

As pictured in FIG. 3, memory elements 310 can store a
call processing application 350 and call processing rules 135.
Call processing application 350 and call processing rules 135,
being implemented in the form of executable program code,
can be executed by call processing system 130 and, as such,
are considered an integrated part of call processing system
130. Call processing system 130 is programmed to perform
and/or initiate the various operations and/or functions
described within this specification. Moreover, call processing
application 350, call processing rules 135, and the various
items of information upon which call processing system 130
operates are functional data structures that impart function-
ality when employed as part of call processing system 130.

FIG. 4 is a flow chart illustrating an exemplary method 400
of call processing. Method 400 can be performed by a system
such as call processing system 130 as described with refer-
ence to FIGS. 1-3 of this specification.

Method 400 can begin in block 405, where a calling party
initiates a call to a called party. In block 410, the system
receives, or intercepts, the call directed to the called party. In
one example, the system intercepts any call directed to a
called party that has specified one or more call processing
rules as described within this specification.

In block 415, the system determines one or more attributes
of'the call. As discussed, the system can determine attributes
of the call including, but not limited to, the number of the
calling party or originating device, the time of the call, the
number of the called party initially dialed, etc. In block 420,
the system determines the location of the called party. For
example, the system can query a location determination sys-
tem, receive location information from a location determina-
tion system from time-to-time, periodically, or the like.

In block 425, the system searches the call processing rules
according to the attributes of the call and the location of the
called party. It should be appreciated that the particular call
processing rules that are searched can be filtered or limited
only to those call processing rules associated with the called
party. For example, searching the call processing rules can
include first identifying a set of call processing rules associ-
ated with the called party. The call processing rule matching
the attribute(s) of the call and the location of the called party
can be selected from the set of call processing rules associated
with the called party. The attributes of the call processing
rules that are matched can include the calling party or origi-
nation number for the call, the classification of that number as
belonging to a particular group such as “personal,” “work,”
etc., time (time span), etc. In block 430, the system deter-
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mines whether a match was found. If so, method 400 proceeds
to block 440. If not, method 400 continues to block 435.

Continuing with block 435, in the case that no matching
call processing rule was found, the system performs standard
call processing. In this example, the call is directed, or con-
nected, to the originally specified destination device, or dialed
number. After block 435, method 400 can end.

In block 440, in the case where a matching call processing
rule is found, the call received in block 410 is redirected
according to the matched call processing rule. Accordingly,
the call is redirected from a first destination device to a second
and different destination device as specified in the matched
call processing rule. As noted in describing FIG. 2, in some
cases, redirection is not required as the destination number
specified by the call processing rule is the same as the number
originally dialed by the calling party. After block 440, method
400 proceeds to block 445.

In block 445, the system determines whether the call pro-
cessing rule indicates any special processing. Special pro-
cessing includes providing the called party with one or more
additional call transfer options as described with reference to
call processing rule 6 of FIG. 2. In one example, special
processing can be limited to cases in which the destination
device specified by the call processing rule is a mobile device
of the called party. If no special handling is indicated by the
matched call processing rule, method 400 can end.

If special handling is indicated by the matched call pro-
cessing rule, method 400 continues to block 450. If not,
method 400 can end. In block 450, the system provides one or
more call transfer options to the called party. For example,
responsive to the called party picking up, or answering the
incoming call, one or more call transfer options can be played
to the called party over the call using an automated attendant,
e.g., text-to-speech and/or prerecorded messages. The call
transfer options are provided to the called party priorto estab-
lishing a connection, e.g., a voice link, between the calling
party (originating device) and the called party (the second
destination device or first destination device if no redirection
was required). For example, the calling party can remain on
hold or in a waiting state while the call transfer options are
presented or played to the called party.

In block 455, the system can receive a selection of a call
transfer option from the called party. The selection can be
made by pressing a key of the particular destination device
used by the called party or by voice. In block 460, responsive
to receiving the selection from the called party, the system
redirects the call from the second destination device to the
particular destination device specified by the called party. In
one aspect, the destination device selected as a call transfer
option is a third and different destination device. It should be
appreciated that in the case where the call processing rule
specified a same number as originally dialed, the call is trans-
ferred to a second and different destination device.

In another aspect, the destination device can be the same
destination device over which the user made the call transfer
selection, e.g., effectively choosing not to exercise special
processing.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
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in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the invention. As used herein, the singular forms
“a,”“an,” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “includes,” “including,”
“comprises,” and/or “comprising,” when used in this specifi-
cation, specify the presence of stated features, integers, steps,
operations, elements, and/or components, but do not preclude
the presence or addition of one or more other features, inte-
gers, steps, operations, elements, components, and/or groups
thereof.

Reference throughout this specification to “one embodi-
ment,” “an embodiment,” or similar language means that a
particular feature, structure, or characteristic described in
connection with the embodiment is included in at least one
embodiment disclosed within this specification. Thus,
appearances of the phrases “in one embodiment,” “in an
embodiment,” and similar language throughout this specifi-
cation may, but do not necessarily, all refer to the same
embodiment.

The term “plurality,” as used herein, is defined as two or
more than two. The term “another,” as used herein, is defined
as at least a second or more. The term “coupled,” as used
herein, is defined as connected, whether directly without any
intervening elements or indirectly with one or more interven-
ing elements, unless otherwise indicated. Two elements also
can be coupled mechanically, electrically, or communica-
tively linked through a communication channel, pathway,
network, or system. The term “and/or” as used herein refers to
and encompasses any and all possible combinations of one or
more of the associated listed items. It will also be understood
that, although the terms first, second, etc. may be used herein
to describe various elements, these elements should not be
limited by these terms, as these terms are only used to distin-
guish one element from another unless stated otherwise or the
context indicates otherwise.

The term “if”” may be construed to mean “when” or “upon”
or “in response to determining” or “in response to detecting,”
depending on the context. Similarly, the phrase “if it is deter-
mined” or “if [a stated condition or event] is detected” may be
construed to mean “upon determining” or “in response to
determining” or “upon detecting [the stated condition or
event]” or “in response to detecting [the stated condition or
event],” depending on the context.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements in the claims
below are intended to include any structure, material, or act
for performing the function in combination with other
claimed elements as specifically claimed. The description of
the embodiments disclosed within this specification have
been presented for purposes of illustration and description,
but are not intended to be exhaustive or limited to the form
disclosed. Many modifications and variations will be appar-
ent to those of ordinary skill in the art without departing from
the scope and spirit of the embodiments of the invention. The
embodiments were chosen and described in order to best
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explain the principles of the invention and the practical appli-
cation, and to enable others of ordinary skill in the art to
understand the inventive arrangements for various embodi-
ments with various modifications as are suited to the particu-
lar use contemplated.

What is claimed is:

1. A system comprising:

a processor programmed to initiate executable operations

comprising:

receiving a call directed to a first destination device asso-

ciated with a called party;
determining an attribute of the call;
determining a location of the called party;
selecting a call processing rule matching the attribute of the
call and the location of the called party; and

redirecting the call to a second and different destination
device according to the matched call processing rule,
wherein

the call processing rule indicates that the called party is to

be prompted upon pickup of the call at the second des-
tination device, wherein

the processor is further programmed to initiate executable

operations comprising:

responsive to a pickup of the call at the second destina-
tion device, providing at least a third destination
device as a call transfer option prior to connecting the
called party with a calling party of the call;

receiving a selection of a provided call transfer option;
and

processing the call according to the selection.

2. The system of claim 1, wherein

the attribute of the call is a number of a device from which

the call originated.

3. The system of claim 1, wherein

the attribute of the call is a time of the call.

4. The system of claim 1, wherein

selecting a call processing rule matching the attribute of the

call and the location of the called party comprises:

first identifying a set of call processing rules associated

with the called party; and

selecting the call processing rule matching the attribute of

the call and the location of the called party from the set
of call processing rules associated with the called party.

5. The system of claim 1, wherein

the call remains at the second destination device.

6. The system of claim 1, wherein

the call is further redirected to the third destination device

specified by the selection.

7. The system of claim 1, wherein

the call processing rule only permits the providing at least

a third destination device as a call transfer option when
the second destination device is a mobile device.

8. A computer program product for call processing, the
computer program product comprising a computer readable
storage medium having program code stored thereon, the
program code executable by a processor to perform a method
comprising:

receiving, using the processor, a call directed to a first

destination device associated with a called party;
determining, using the processor, an attribute of the call;
determining, using the processor, a location of the called
party;

selecting, using the processor, a call processing rule match-

ing the attribute of the call and the location of the called

party; and
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redirecting, using the processor, the call to a second and
different destination device according to the matched
call processing rule, wherein

the call processing rule indicates that the called party is to
be prompted upon pickup of the call at the second des-
tination device, the method further comprising:

responsive to a pickup of the call at the second destination
device, providing at least a third destination device as a
call transfer option prior to connecting the called party
with a calling party of the call;

receiving a selection of a provided call transfer option; and

processing the call according to the selection.

9. The computer program product of claim 8, wherein

the attribute of the call is a number of a device from which
the call originated.

10. The computer program product of claim 8, wherein

the attribute of the call is a time of the call.

10

15

12

11. The computer program product of claim 8, wherein

selecting a call processing rule matching the attribute of the
call and the location of the called party comprises:

first identifying a set of call processing rules associated
with the called party; and

selecting the call processing rule matching the attribute of
the call and the location of the called party from the set
of call processing rules associated with the called party.

12. The computer program product of claim 8, wherein

the call remains at the second destination device.

13. The computer program product of claim 8, wherein

the call is further redirected to the third destination device
specified by the selection.

14. The computer program product of claim 8, wherein

the call processing rule only permits the providing at least
a third destination device as a call transfer option when
the second destination device is a mobile device.
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